Accessories
Hose Protection PolyGuard

HG - PolyGuard Hose Protector

Heavy duty polyethylene provides protection in rugged
operating conditions, great for bundling high-pressure
hose lines

¢ Shields hose from abrasion and cuts
e Easy to install without removing hose lines: no clamps needed
e Minimises risk of kinking
¢ Resistant to air, water, oil, gasoline,
hydraulic fluid and most solvents
e |deal for bundling plastic tubing or hose lines
e Cannot rust or corrode
e Color: black

Caution: This material will support combustion
Temperature Range .............. -40 °C up to +93 °C

1-/2-wire braided Multispiral Suction hose (R4)

Part Number

Inch mm mm
HG-075 18.3-19.8 | 0.72-0.78 172 18 8 174 6 “
: ' ' ' 5/8 16 -10 3/8 10 -6
1/2 13 -8
HG-100 24.6-26.2 | 0.97-1.03 3/4 19 {2
3/4 19 12 5/8 16 -10
HG-125 31.0-325 | 1.22-1.28 1 25 -16 3/4 19 -12
HG-150 37.30-38.9 | 1.47-153 | 11/4 32 20 1 25 16 ! 25 16
‘ : : : 11/4 32 -20
11/2 32 24 11/4 32 -20 11/2 32 24
HG-200 50.0-51.6 | 1.97-2.03 2 38 -32 11/2 38 24 2 38 32
21/2 51 -40 2 51 -32 21/2 51 -40
HG-350 88.1-89.7 | 3.47-3.53 3 76 -48 212 6 40 3 76 -48
3 76 -48
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Accessories
Hose Protection ParKaoil

PG - ParKoil Hose Protector

Lower-cost protection for applications that call for
a tighter bend radius and are less demanding

¢ Shields hose from abrasion and cuts

¢ Fasy to install without removing hose lines:
no clamps needed

¢ Minimises risk of kinking

¢ Resistant to air, water, oil, gasoline,
hydraulic fluid and most solvents

¢ |deal for bundling plastic tubing or hose lines

e Cannot rust or corrode

e Color: black

Caution: This material will support combustion
Temperature Range .............. -17 °C up to 493 °C

1-/2-wire braided Multispiral Suction hose (R4)

Part Number

Inch (+ 0.05) mm
PG-038 9.65 0.38 3/16 5 -3
1/4 6 -4
PG- 12.7 b
G-050 0 0.50 5/16 8 5
PG-062 15.75 0.62 3/8 10 -6 1/4 6 -4
PG-075 19.05 0.75 172 13 -8 3/8 10 -6
PG-088 22.35 0.88 5/8 16 -10 1/2 13 -8
PG-100 25.40 1.00 3/4 19 -12 5/8 16 -10
PG-119 30.25 1.19 - - - 3/4 19 -12 3/4 19 -12
1 25 -16 1 25 -16
PG-1 . 1. 1 2 -1
G-138 85.05 %8 11/4 32 -20 11/4 32 -20 5 6
PG-188 4775 188 11/2 38 -24 11/2 38 -24 11/2 38 -24
' ' 2 51 32 2 51 32 2 51 32
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