
B-119

Catalog 4400 US
Use with hoses: 387/TC/ST,  

487/TC/ST, 787/TC/ST, 797/TC/ST77 Series Fittings
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10C77
Female Metric S - Swivel - 45° Elbow - (24° Cone with O-Ring)

ISO 12151-2-SWE-45

Part 
Number

Thread
mm

Hose I.D.
inch

A E

 
 

W B

inch mm inch mm mm inch mm

10C77-16-8 16 M24x1,5 1/2 3.28 83,4 0.93 23,5 30 2.06 52,4

10C77-20-10 20 M30x2 5/8 4.20 106,7 1.10 28,0 36 2.85 72,4

10C77-20-12 20 M30x2 3/4 4.74 120,4 1.18 30,0 36 3.10 78,8

10C77-25-12 25 M36x2 3/4 4.70 119,3 1.14 29,0 46 3.06 77,8

10C77-25-16 25 M36x2 1 5.59 141,9 1.30 33,0 46 3.64 92,4

10C77-30-16 30 M42x2 1 5.58 141,8 1.30 33,0 50 3.63 92,3

10C77-38-20 38 M52x2 1-1/4 6.60 167,7 1.44 36,5 60 4.33 110,0

10C77-38-24 38 M52x2 1-1/2 7.81 198,4 1.93 49,0 60 5.42 137,7

1FU77
Female BSP Parallel Pipe - Swivel - (30° Flare)

B8363 Code F

Part 
Number

Thread
inch

Hose I.D.
inch

A

 
 
H W B

inch mm mm mm inch mm

1FU77-8-8 1/2x14 1/2 2.89 73,4 22 27 1.67 42,4

1FU77-12-12 3/4x14 3/4 3.71 94,1 32 36 2.07 52,6

1FU77-16-16 1x11 1 4.31 109,5 41 41 2.36 60,0

1FU77-20-20 1-1/4x11 1-1/4 4.88 123,9 50 50 2.60 66,1

1FU77-24-24 1-1/2x11 1-1/2 5.42 137,7 60 60 3.03 77,1

11C77 
Female Metric S - Swivel - 90˚ Elbow - (24˚ Cone with O-Ring)
ISO 12151-2-SWE

Part 
Number

Thread
mm

Hose I.D.
inch

A E W B

Additional
Material

Stainless
Steel (C)inch mm inch mm mm inch mm

11C77-16-8 M24x1,5 1/2 3.02 76,6 1.77 45 30 1.80 45,6 •
11C77-20-10 M30x2 5/8 3.62 92,0 2.09 53 36 2.27 57,8

11C77-20-12 M30x2 3/4 4.25 107,9 2.36 60 36 2.61 66,4

11C77-25-12 M36x2 3/4 4.25 107,9 2.32 59 46 2.61 66,4

11C77-25-16 M36x2 1 5.16 131,1 2.75 70 46 3.21 81,6

11C77-30-16 M42x2 1 5.16 131,0 2.72 69 50 3.21 81,6

11C77-30-20 M42x2 1-1/4 5.71 145,1 2.87 73 50 3.44 87,4

11C77-38-20 M52x2 1-1/4 6.28 159,5 3.07 78 60 4.01 101,8 •
11C77-38-24 M52x2 1-1/2 7.24 183,9 3.98 101 60 4.85 123,2

Refer to Pressure Rating of Hose End Connections Chart on page E-47.

See Accessories Section for O-Rings and Flange Kits.


