DIN fittings

WE-NPT Male stud elbow
EO 24° cone end / Male NPT thread (SAE J476)
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3 | Profile body steel and brass (S3) 3 T
Series LL 4— 8 mm D1 |
Series L 6-12 mm D1 !
D4 Series S 6-12 mm D1 @J
T1 T
D1 PN (bar))
@ Weight
Series | <5 T D3 | D4 | L1 L2 | L3 | L4 | L5 | S1 | S2 | S3 | g/1piece Order code* CF | 71 | MS
LL2) | 04 |1/8-27NPT 30 40| 15 [11.0| 17 | 100 | 21 9 10 11 18 WEO4LL1/8NPT | 100
06 |1/8-27NPT 45| 451 15 95| 17 (100 | 21 9 12 11 17 WEOGLL1/8NPT | 100
08 |1/8-27NPT 60| 50| 17 |11.5] 20 |10.0 | 23 12 14 12 25 WEOBLL1/8NPT | 100
L3) 06 |1/8-27NPT 40| 40| 19 |120| 20 (100 | 27 12 14 12 29 WEO6L1/8NPT 315 | 315 | 200
06 |[1/4-18NPT 40| 70| 21 140 26 (145 29 12 14 14 44 WEO6L1/4NPT 315 | 315 | 200
06 |3/8-18NPT 40| 80| 25 |18.0| 28 |[145 | 33 17 14 19 55 WEO6L3/8NPT 315 | 315 | 200
08 |[1/8-27NPT 6.0 40| 21 | 140 | 26 | 10.0 | 29 12 17 14 48 WEO08L1/8NPT 315 | 315 | 200
08 |1/4-18NPT 60| 60| 21 |140| 26 |145| 29 12 17 14 47 WEOSL1/4NPT 315 | 315 | 200
10 [1/4-18NPT 80| 70| 22 |15.0| 27 |145| 30 14 19 17 61 WE10L1/4NPT 315 | 315 | 200
10 [3/8-18NPT 80| 80| 24 |17.0| 28 | 145 | 32 17 19 19 92 WE10L3/8NPT 315 | 315 | 200
12 [ 1/4-18NPT 100 70| 24 (170 28 | 145 | 32 17 22 19 82 WE12L1/4NPT 315 | 315 | 200
12 [3/8-18NPT 100 80| 24 (170 | 28 | 145 | 32 17 22 19 92 WE12L3/8NPT 315 | 315 | 200
12 [ 1/2-14NPT 10.0 | 11.0| 28 [21.0| 34 | 195 | 36 19 22 90 WE12L1/2NPT 315 | 315 | 200
15 [ 1/2-14NPT 120|110 28 [21.0| 34 | 195 | 36 19 27 89 WE15L1/2NPT 315 | 315 | 200
18 [ 1/2-14NPT 15.0 1120 | 31 [ 235 | 36 | 195 | 40 24 32 150 WE18L1/2NPT 315 | 315 | 200
22 | 3/4-14NPT 19.0 1 16.0 | 35 [275 | 42 | 195 | 44 27 36 176 WE22L3/4ANPT 160 | 160 | 100
28 |1-111/2NPT 240 (210 | 38 | 305 | 48 | 245 | 47 36 41 314 WE28L1NPT 160 | 160 | 100
35 |11/4-111/2NPT | 30.0 [ 28.0 | 45 | 345 | 54 | 250 | 56 | 41 50 465 WE35L11/4NPT | 160 | 160 | 100
42 |11/2-111/2NPT | 36.0 | 34.0 | 51 | 40.0 | 61 |[26.0 | 63 50 60 849 WE42L11/2NPT | 160 | 160 | 100
S4 06 |1/4-18NPT 40| 40| 23 |16.0| 26 |145| 31 12 17 14 56 WE06S1/4NPT 630 | 630 | 400
08 |1/4-18NPT 50| 50| 24 |17.0| 27 | 145 | 32 14 19 17 73 WEO08S1/4NPT 630 | 630 | 400
08 |3/8-18NPT 50| 80| 25 |18.0| 28 | 145 | 33 17 19 19 77 WEO08S3/8NPT 630 | 630 | 400
08 |1/2-14NPT 50 (100 | 30 |23.0| 34 |195| 38 19 19 75 WEO08S1/2NPT 630 | 630 | 400
10 [ 1/4-18NPT 70| 50| 25 | 175 | 28 | 145 | 34 17 22 19 96 WE10S1/4NPT 630 | 630 | 400
10 [3/8-18NPT 70 70| 25 | 175 | 28 |145| 34 17 22 19 98 WE10S3/8NPT 630 | 630 | 400
12 | 1/4-18NPT 80| 50| 29 |215| 29 | 145 | 38 17 24 22 73 WE12S1/4NPT 630 | 630 | 400
12 [3/8-18NPT 80| 80| 29 |225| 28 |145| 38 17 24 22 123 WE12S3/8NPT 630 | 630 | 400
12 | 1/2-14NPT 8.0110.0| 30 | 225 | 34 | 195 | 39 19 24 107 WE1281/2NPT 630 | 630 | 400
14 [ 1/2-14NPT 10.0 1 10.0 | 30 [22.0| 34 | 195 | 40 19 27 103 WE14S1/2NPT 630 | 630 | 400
16 [ 1/2-14NPT 1201120 | 33 (245 | 36 | 195 | 43 24 30 157 WE16S1/2NPT 400 | 400 | 250
20 |3/4-14NPT 16.0 | 16.0 | 37 [ 265 | 42 | 195 | 48 27 36 205 WE20S3/4NPT 400 | 400 | 250
25 |1-11 1/2NPT 20.0 [20.0 | 42 |30.0 | 48 | 245 | 54 36 46 381 WE25S1NPT 400 | 400 | 250
30 |11/4-111/2NPT | 25.0 [ 25.0 | 49 | 355 | 54 | 250 | 62 | 41 50 598 WE30S11/4NPT | 400 | 400 | 250
38 |11/2-111/2NPT | 32.0 [ 32.0 | 57 |41.0| 61 |26.0 | 72 50 60 1029 WE38S11/2NPT | 315 | 315 | 200

1) Pressure shown = item deliverable
2) LL = very light series; 3) L = light series; 4) S = heavy series

Order code suffixes
PN (bar)
0 PN (MPa) Material Suffix Example
surface

Delivery without nut and ring. Information on ordering complete and material
fittings see page 7. Steel, zinc plated, Cr(VI)-free CF WE16S1/2NPTCFX

- dd th - bel dl Stainless Steel 71 WE16S1/2NPT71X

ease a e suffixes below according
to the material/surface required. Brass MS WE16S1/2NPTMSX

m 192 Catalogue 4100-8/UK



